
Datasheet

Description

Suitable For

Offset Printing UV

Covering

Blind EmbossingHot Foil 
Stamping

Slik-Screen 
Printing

Application

Hardcover 
Books

BindersNotebooksDiariesRigid 
Packaging

Material with a velvet texture and feel. The ideal replacement for polyurethane. It can be printed in 
offset. Stampings with film and screen printing are compatible.

With a velvet-like texture and feel designed 
specifically as an animal-friendly “alter ego”, 
Altamira delivers great refinement for lamination 
that will withstand all types of processing while 
keeping its mechanical properties intact. All of this 
makes it the ideal replacement for polyurethane,

albeit permitting offset printing. Thanks to the 
superb elegance offered by any of Altamira’s five 
colours, a simple etching will suffice to embellish 
the product. Moreover, stampings with film and 
screen printing are perfectly compatible and 
recommendable.
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CALIPER*

microns

TAPPI T411

ml/min

TAPPI T538 

ROUGHNESS*

cN

TAPPI T414

TEARING CD*

kg/15mm

TAPPI T494

BREAKING
TENSILE - MD*

*BEFORE EMBOSSING

kg/15mm

TAPPI T494

BREAKING CD*

g/m²

TAPPI T410

WEIGHT*

STANDARD
APPLIED

UNIT OF
MEASUREMENT

Technical Data

Sustainability

Involved wit out planet, so that we can all continue 
to enjoy it as it is. 
 
20% of the waste generated in the manufacture of 
paper is reused internally. 
 
Our papers are produced on a neutral and 
aqueous basis, with a pH around 7, if it is not 
recycled. 
 
The papers we manufacture are made with raw 
materials free of heavy metals, guaranteeing 
safety for humans and the envinorment.
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165125 >3 >10 >5>90

Available colours

Marf l AzabacheAñilBermellón Chocolate
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Altamira - Ficha técnica

Material de textura y tacto aterciopelado. Sustituto ideal del Poliurerano. Permite su impresión en offset. 
Las estampaciones con película y serigrafía son compatibles.

Con textura y tacto aterciopelado y diseñado espe-
cíf icamente como un “alter ego” de la piel respe-
tuoso con la vida animal, Altamira ofrece una gran 

manipulaciones y no resta propiedades mecánicas. 
Todo ello lo convierte, además, en un sustitutivo ideal 

del Poliuretano, pero permitiendo su impresión en 

las estampaciones con película y serigraf ía son 
perfectamente compatibles y recomendables.

Descripción

Apto Para

Impresión Offset

Forrado

Golpe en SecoEstampación UVSerigrafía

Aplicaciones

Libros de Tapa 
Dura

ArchivadoresLibretasAgendasPackaging Rígido
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Datos técnicos

podamos seguir disfrutando de él tal y como es.

-

del papel si no se recicla.

-

u el medio ambiente.

Sostenibilidad

Colores disponibles

165125 gr

ESPESOR*

micrones

TAPPI T411

*ANTES DE GOFRADO

>3

BRILLO*

TAPPI T480

>10 >5>90

cN

TAPPI T414

DESGARRO*

kg/15mm

TAPPI T494

RESISTENCIA A 
LA TRACCIÓN MD*

kg/15mm

TAPPI T494

RESISTENCIA A 
LA TRACCIÓN CD*

g/m²

TAPPI T410

GRAMAJE*

STANDARD
APLICADO

UNIDAD 
DE MEDIDA

AzabacheAñilBermellón Chocolate
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