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Flextone - Datasheet

The perfect base for gluing any colour of polyurethane, leather or imitation leather, it serves as the
core of covers for books or diaries. Its porous finish enhances the quality of numerous prestigious and
premium products.

Description

Black is the sum of all colours. And in the case of Ideal in applications requiring materials that add

Flextone, it is the base, the perfect inside on which strength and flexibility; its porous finish - whether

any colour of polyurethane, leather or imitation it be totally covered, with a frayed edge or

leather, as well as paper, can be glued. uncovered -, enhances books, diaries, cardholders
and many more products.
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Sustainability

Involved wit out planet, so that we can all continue ) O
toenjoyitasitis. t"/
PEFC

PPEFC/14-33-00084 FSC
20% of the waste generated in the manufacture of pomoing www/fsc.org
N N Sustainable Forest FSC*® C185912
paper is reused internally.
www.pefe.co.uk The mark of
responsible forestry

Our papers are produced on a neutral and

agueous basis, with a pH around 7, if it is not /5'
O & ¢ ©

recycled.
RECYCLED RENEWABLE REACH ELEMENTAL
WATER ENERGY COMPLIANCE CHLORINE FREE
The papers we manufacture are made with raw
materials free of heavy metals, guaranteeing

safety for humans and the envinorment.

Technical Data

WEIGHT* CALIPER* ROUGHNESS* TEARING CD* BREAKING CD*
cN

Sl /m2 i I/fmi kg/15i kg/151
m: microns mi/min mm mm
MEASUREMENT E < ! & £
STANDARD TAPPI T410 TAPPI T4T1 TAPPI T538 TAPPI T414 TAPPI T494 TAPPI T494
APPLIED

170 200 >150 >T10 >10 >5

215 260 >200 >120 >15 >7

270 330 >280 >150 >15 >7

360 430 >400 >225 >20 >10

460 560 >600 >250 >25 >15

*BEFORE EMBOSSING

Available colours

Negro
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GUARROCASAS

Base perfecta para encolar cualquier color de poliuretano, piel o polipiel, funciona como el alma de tapas
de libros 0 agendas. Su acabado poroso enriquece la calidad de muchos productos de prestigio y lujo.

El negro es la suma de todos los colores. Y,en el caso se requieren materiales que anadan resistencia y
de Flextone, es la base, el interior perfecto sobre el flexibilidad; su acabado poroso -tanto si esta total-
gue encolar cualquier color de poliuretano, piel o mente cubierto como cortado a sangre- enriguece
polipiel, asi como papel. Ideal en aplicaciones dénde libros, agendas, tarjeterosy otros muchos productos.
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Libros de Tapa Libros de Tapa Guardas Packaging Rigido Packaging Impresién Offset  Impresion Digital HP Indigo Estampacién Serigrafia
Dura Blanda Flexible
Etiquetas Agendas Libretas Carpetas Bolsas de compra uv Forrado Golpe en Seco Plegado
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Implicados con nuestro planeta, para que todos ’/D c:“’

podamos seguir disfrutando de él tal y como es.

PEFC FSC

El 20% de los residuos generados en la fabricacion I o oreoetz
del papel se reutilizan internamente.

— goshon] E%ﬁ

responsable

Nuestros papeles estan producidos en base neutra
y acuosa, con un pH alrededor de 7, libres de disol-

ventesy cloro elemental, garantizando la inocuidad g @ @ @

del papel si no se recicla. RECYCLED RENEWABLE REACH ELEMENTAL
WATER ENERGY COMPLIANCE CHLORINE FREE

Los papeles que fabricamos estan realizados

con materias primas libres de metales pesa-

dos garantizando la seguridad para el ser humano

u el medio ambiente.

g/m? micrones cN kg/15mm kg/15mm
TAPPI T410 TAPPI T4 TAPPI T414 TAPPI T494 TAPPI T494
170 gr 200 >150 >10 >5
215gr 260 >200 = >7
270 gr 330 280 1= >7
360 gr 430 400 >20 >10
460 gr 560 >600 >25 >15

*ANTES DE GOFRADO
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