
Datasheet

Description

Suitable ForApplication

It enhances product features. It is flexible and strong, fantastic for deluxe packaging and high-quality 
binding in manual and industrial manufacturing alike. Its acrylic imitation-leather or fabric finish will be 
boosted by any screen printing or stamping method.

Simply using this paper will suffice to add 
refinement to a product’s appeal. However, when 
used with stamping with film and screen printing, 
its elegance is unparalleled in sustainable materials 
as alternatives to PVC.

It is flexible and strong, fantastic for deluxe 
packaging and high-quality binding in manual 
and industrial manufacturing alike.

Novaflex -

Offset Printing UV Blind EmbossingHot Foil 
Stamping

Slik-Screen 
Printing

Hardcover 
Books

Rigid 
Packaging

NotebooksDiaries Binders

Menus Covering
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*BEFORE EMBOSSING

Technical Data

Sustainability

Involved wit out planet, so that we can all continue 
to enjoy it as it is. 
 
20% of the waste generated in the manufacture of 
paper is reused internally. 
 
Our papers are produced on a neutral and 
aqueous basis, with a pH around 7, if it is not 
recycled. 
 
The papers we manufacture are made with raw 
materials free of heavy metals, guaranteeing 
safety for humans and the envinorment.
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Cobá available colours

Marf l ChocolateAñilBermellón AzabacheVerde

Lille available colours

Marf l AzabacheIndigoRioja Verde

Nagoya available colours

Rioja BotellaMar

Safí available colours

Marf l AzabacheAñilFresa Castaña

Tasos available colours

Marf l VerdeMar AzabacheBermellón ChocolateAñil

Udine available colours 

Beige
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Ficha técnica

-

enormemente la prestancia de un producto. Pero 
-

-
-

como industrial.

Descripción

Apto Para

Impresión Offset

Forrado

Golpe en SecoEstampación UVSerigrafía

Aplicaciones

Libros de Tapa 
Dura

MenúsArchivadoresAgendasPackaging Rígido
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Datos técnicos

-

del papel si no se recicla.

-

Sostenibilidad

150

ESPESOR*

micrones

TAPPI T411

*ANTES DE GOFRADO

>20
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>10 >5>90

cN

TAPPI T414

DESGARRO*

TAPPI T494

RESISTENCIA A 
LA TRACCIÓN MD*

TAPPI T494
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LA TRACCIÓN CD*

m²

TAPPI T410
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STANDARD
APLICADO

UNIDAD 
DE MEDIDA
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Colores Cobá disponibles

ChocolateAñilBermellón AzabacheVerde

Colores Lille disponibles

AzabacheIndigoRioja Verde

Colores Nagoya disponibles

Rioja BotellaMar

Colores Safí disponibles

AzabacheAñilFresa Castaña

Colores Tasos disponibles

VerdeMar AzabacheBermellón ChocolateAñil

Colores Udine disponibles

Beige
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